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HDPE extrusion blowing 
inter-container

Outer container

4-way entry pallet

PRODUCTS

MH500
1200*1000*760MM（L*W*H）

MH1000
1200*1000*1145MM（L*W*H）

M i n g  H u i  I B C  i s  s t r i c t l y  p ro c e s s e d  a ga i n s t  t h e  re l a � v e  C h i n a  Q u a l i t y  S ta n d a rd  
Re g u l a � o n ,  w h i c h  w e re  p ro v i d e d  w i t h  fav o ra b l e  p e r fo r m a n c e  i n  a p p l i c a � o n :  

1 .  C l e a n  &  S a n i ta r y                                  
2 .  C h e m i c a l s  &  C o r ro s i o n  Re s i s ta n c e         
3 .  H i g h  I m p a c t  P ro o f  &  D u ra b l e  
4 .  Ea sy  H a n d l i n g  &  S e c u re  S t o ra g e  
5 .  Effe c � v e  F C L  L o a d i n g  &  D i s c h a rg e               

W i d e l y  u s e d  i n  p e t ro c h e m i c a l s  a n d  fi n e  c h e m i c a l s  i n d u s t r y,  a g r i c u l t u re ,  
b re w a g e ,  b e v e ra g e  e tc .  p ro d u c e d  b y  o r  fo r  l i q u i d  m a t e r i a l s .   

 

Wu x i  M i n g H u i  S c i e n c e  &  Te c h n o l o g y  C o . ,  L t d .  c u r r e n t l y  p ro d u c e s  t w o  s i ze s  o f  I B C ,  n a m e d  M H 5 0 0  a n d  
M H 1 0 0 0 .  M H 5 0 0  c a n  h o l d  5 5 0  l i t e rs  o f  l i q u i d  a n d  M H 1 0 0 0  c a n  h o l d  1 0 0 0  l i t e rs  o f  l i q u i d .  T h e  p hy s i c a l  
p ro d u c t  a n d  s t r u c t u re  a re  s h o w n  i n  t h e  p i c t u re  b e l o w.

Annual capacity

Founded in 2003

Advantages

Wu x i  M i n g H u i  S c i e n c e  &  Te c h n o l o g y  C o . ,  L t d .  re g i s t e re d ,  a p p l i e d  a n d  a p p ro v e d  
fo r  p ro d u c � o n  o f  I B C  ( I n t e r m e d i a t e  B u l k  C o n ta i n e r )  b y  J i a n g s u  p ro v i n c e  
g o v e r n m e n t  i n  2 0 0 3 .

M i n g  H u i  I B C  i s  p ro d u c e d  a t  t h e  a d va n c e d  a u t o m a � c  p ro d u c � o n  l i n e  a n d  
e q u i p p e d  i n s p e c � o n  fa c i l i � e s ,  w h i c h  i s  c o m b i n e d  f ro m  t h e  ex i s � n g  t e c h n o l o g y  
i n  t h e  w o r l d .  T h e  c a p a c i t y  i s  3 0 0 , 0 0 0  p i e c e s  a n n u a l l y.  

Add: 29 Fu Rong 4th Road , Wuxi, Jiangsu, P.R.China
Postal Code: 214191  

 E-mail: mhibc@mhibc.com
 Web: www.mhibc.com

Tel: +86 (0) 510 8273 7597
Fax: +86 (0) 510 8270 9160



4-way entry pallet

Galvanizing steel welded pallet, designed by fourth way in mount, it base on the container's 
storage and transport.
According to the customer's demand, we can supply steel-plas�c, WPC and wooden pallet. 

Outlet Valve

According to the filling liquid 
materials, selecter the suitable 
different plas�cs and design as 
prac�se for switch easy and 
air�ght, good compa�bility, 
self-sealing etc.

SIZE: DN 50

Inner Container

 HDPE extrusion blowing 
container suitable for many 
different liquids storage and 
transport. The surface of 
container make trough type 
for reinforcement it and 
durable.
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Dynamic Load:
The density < 1.5  2-high
The density > 1.5  1-high

25L Plas�c drum

25L Plas�c drum200L Tight-head drum

EFFICIENT LOGISTICS

M H 5 0 0M H 1 0 0 0 M H 5 0 0
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Sta�c  Load:
MH1000 can be  stacked up to  4-h igh;
MH500 can be  stacked up to  5-h igh.

Outer container

The container's all azimuth 
protec�ve were galvanizing steel 
pipe welded net case, screw 
fixed galvanizing steel bar and 
PE protec�ve plate provide 
inner container comprehensive 
protec�on and excellent fixture 
proper�es.self-sealing etc.

Top lid

PE screw cover �ght fixed with 
container for an�-liquid 
leakage. The hole for exampling 
and axhaust gas in cover body 
is for take samples and gas 
permea�on.

SIZE: DN 150


